
1.4404
AISI 31630862

1.4404
AISI 31630862

1.4404
AISI 31630862

no. no.

no. no.

no. no.

111

39

49

51

®

INOX  LINE 5352

lx

l1

ød2

lx

l1

ød2

lx

l1

ød2

α lx

lx

52.A

52.B 52.C

ød1

ød1

ød1

ød1

l1

3

3

3

3

3

3

3

3

3

3

3

ø d2

3,3

4,3

5,5

7,3

8,5

10,5

12,5

14,5

17,0

21,0

25,0

ø d1

8

10

10

13

18

22

24

24

32

32

40

a

M3

M4

M5

M6

M8

M10

M12

M14

M16

M20

M24

mm

30862–

0300–00

0400–00

0500–00

0600–00

0800–00

1000–00

1200–00

1400–00

1600–00

2000–00

2400–00

30862–

0300–01

0400–01

0500–01

0600–01

0800–01

1000–01

1200–01

1400–01

1600–01

2000–01

2400–01

l1

3

3

3

3

3

3

ø d2

6,3

7,3

8,3

8,3

10,5

13,5

ø d1

10

13

13

18

18

24

mm

30862–

0200–02

0300–02

0400–02

0500–02

0600–02

0800–02

30862–

0200–03

0300–03

0400–03

0500–03

0600–03

0800–03

ø mm

2,0

3,0

4,0

5,0

6,0

8,0

l1

3

3

3

3

3

ø d2

3,5

4,5

5,5

6,5

8,5

ø d1

8

10

10

13

18

mm

30862–

0300–04

0400–04

0500–04

0600–04

0800–04

30862–

0300–05

0400–05

0500–05

0600–05

0800–05

ø mm

3,0

4,0

5,0

6,0

8,0

α  max. 60°

POST FITTINGS FOR
EXTERNAL THREADS
–00 for flat posts / –01 for round posts

lx

see

page

55

suitable
to swaged

threads

suitable
to Univiss®

 

POST FITTINGS FOR
COUNTERSUNK HEAD 90° END STOPS
–02 for flat posts / –03 for round posts

lx

see

page

55

Measure assembly lengths like this:

POST FITTINGS FOR UNISTOP® 
COUNTERSUNK HEAD 90° END STOPS
–04 for flat posts / –05 for round posts

lx

see

page

55

Length lx
To determine the assembly length,
consult the table on page 55.

When you order post fittings,
please specify the following:

• Pitch angle α  
• Tube Ø if post is round

Technical data subject 
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ANGLED POST FITTINGS

for flat 
posts

for round 
posts

for 
round 
posts

for 
flat 
posts

for flat 
posts

for round 
posts


