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Jalecob N0x LINE

UNISTOP® RADIUSED HEAD w1 316

Breaking strength: 50% of min. rope breaking load / Europ. patent pending
If both ends of rope
are welded: min. rope * = % mm

length 160 mm.

Reduced fatigue bending 30869- @ mm b1 b2 odl od2 r
strength in weld zone. 0300-01 3,0 4,9 3 5 3 3,6
0400-01 4,0 6,4 4 6 4 4,0

0500-01 5,0 8,4 5 8 5 5,0

0600-01 6,0 9,6 6 10 6 7,2

0800-01 8,0 11,8 8 12 8 9,4

Available with stranded wire No.10810-
(breaking strength 40% of min. strand breaking load)

UNISTOP® COUNTERSUNK HEAD 90° &%

Breaking strength: 50% of min. rope breaking load / Europ. patent pending

1 [ II Stranded wire * = P mm
filf ’i No. 10810-

50.A 50.B | WI"I” |- (see page 37) 30866- @ mm b1 b2 od1 o0d2 ki k2
| f('“v 0300-01 3,0 57 3] 63 3 17 1

‘ k 0400-01 4,0 6.2 4l 63 4l 12 1

= = W) oa2 0500-01 5,0 7,7 5/ 83 5 17 1

b1 bzv I l 0600-01 6,0 8,2 6| 83 6] 12 1

Y k1 8 1,2 2

Available with stranded wire No.10810-

‘ od1 )
'\‘99/‘ (breaking strength 40% of min. strand breaking load)

Not suitable
for stranded

@ﬂ@ Nodosio- | IGHT 2-PART CLAMP RING 91303

2 0800-01 8,0 1,2 8| 104

‘ od Other dimensions and materials see NEWS catalogue.
’ Patent/ DBGM pending.

) .
e ‘o_-} } = . max. axial force P mm
u 30863- o mm a kN b od

0200 20/ M3 1,0 10 15

Min. 5cm

without
J;L weéded rope 0300 3,0 M3 1,3 10 15
S m en 0400 40| M3 16 10| 15
“\““‘—‘\"‘Q\\N . . 0500 5,0 M4 2,0 10 20
. \‘t\w\h Degreasing the clamp parts and the wire rope
increases the permissible axial force (kN)! 0600 60| M4 2.2 10 20
0800 8,0 M4 2,2 10 20
Welded wi d 1.4404
m\h&m\ Noe. 3?)9(‘:2:‘93;:':;;;79 2 - PA RT C LAM P R | N G AISI 316
\h\:‘{\h\\k\h Breaking strength: 70% of min. rope breaking load / Patent/ DBGM pending
: \h x * = . % mm
Min. 8cm 30873~ 2 mm a b od
without welded 0300 3.0 M4 27 22
e :
—_— opeen 0400 40| M4 07| 22
. S E 0500 50| M6 42| 28
BRSNS 0600 60| M6 42| 28
. 0800 8,0 M6 42 28
Not suitable for stranded wire rope No.10810-
S

The user is responsible
for choosing the proper rope
o and for correct assembly.
Functionality is guaranteed
only by Jakob ropes No.
10820~ with code filament.

Measure assembly lengths like this:
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